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Abstract - The advantages and demerits of a 5-hp Induction Motor
reconfigurable induction motor, which was designed for Faults
experimental emulation of stator winding inter-turn and broken
rotor bar faults, are presented in this paper. It was perceived f kdricAI f chanicc
that this motor has the potential of quick and easy F -aJu'l FaLi li
reconfiguration to produce the desired stator and rotor faults in
a variety of different fault combinations. Accordingly, this would Msrrt )Ffnillt FrLilt. I
eliminate the need to permanently destroy machine components
such as stator windings or rotor bars when acquiring data from a knWi dinL lar Bearit
faulty machine for fault diagnostic purposes. Experimental FaLutS FaiiIlts
results under healthy and various faulty conditions will be

E RitAk1emAI lFUtS IlOE1LldRnpresented in this paper, including issues associated with rotor Drivj VuIt
bar-end ring contact resistances, to demonstrate the benefits and
drawbacks of this motor for acquiring large amounts of fault Fig. 1. Induction motor fault categories.
signature data.

TABLE I
Keywords - Induction motor, fault diagnostics, condition PERCENTAGE OF FAILURES BY MAJOR MOTOR COMPONENTS

monitoring, fault emulation, stator faults, broken bar faults, IEEEIAS [II] EPRI [12]
reconfigurable motors. Major Components % of Failures % of Failures

I. INTRODUCTION Bearing Related 44 41

Winding Related 26 36
Polyphase induction motors have been the workhorse (main Rotor Related

*** r * Rotor Related ~~ ~~~~~~~~~89prime movers) for industrial and manufacturing processes as
well as some propulsion applications. They are commonly Other 22 14
used in ac adjustable speed drives where torque and speed
control is indispensable. The ruggedness, ease of control, and orobability of occurrence of such faults is given in Table 1. seecost-effective design of squirrel-cage induction motors are the pIlIty of ocurein eosuch faultsiable Ise

mai apeln fetue to cnuesadngersfrth [ ll],[12]. Therein, both the stator and rotor faults account forvariousnabove-mentiapplingfeatureocaions. dDuengitspoprity around 40 percent of all faults. Accordingly, the main thrust ofvarious above-mentionedapplications. Duetoitspthis work centers on electrical stator and rotor faults.there have been many investigations on condition monitoring In order to develop improved or novel stator and rotor faultand fault diagnostics in electric machines throughout the
literature, especially squirrel-cage induction motors [n]-[10]. diag ic mods, extei rese has bncde on the

Thi is becus falre of suc moor aspiemvr*a dynamic modeling of motor faults. This includes using the
lead to

b sinfaic unes r ssuch ca Time-Stepping Coupled Finite-Element State-Space techniqueproductiond nti fnancial lsaerse nironmental to incorporate the stator and rotor faults for performance studyerffcts, adpossibe persnnel iuCossa environsqentaly and analysis [13]. It is desired to compare and verify theseeffcts and posil pesne injry Consequently, motor performances with physical data acquired from anconsiderable interest in machine fault diagnostics received
from I a I h p r to actual motor with selected faults. Comparison between
deeo exeln stteofth-rt digosi tehiqefo*r modeled and actual faults can significantly improve the

_______________________________ ~fidelity of the simulation models and lead to improvements in
This paper is based upon work supported by the National Science furemcieodlrpesnngviusaltcniin.
Fonato une Grn No ECS03294 Present methods of obtaminin motor fault data are time
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consuming and often require permanent deformation or.....
destruction of motor components in order to perform the DC Motor
experiments. These actions of destruction of motor

....... Reconfigurable
components are often irreversible and hence require severalMor
spare motors or their associated components in order to
perform experiments of various fault scenarios. The machine
components used for these tests are experiment specific and
often require a significant amount of storage space. These
costly obstacle could be overcome through the use of a
reconfigurable induction motor which can physically and
experimentally emulate such faults in a reversible manner that Externalavoids permanent damage to motor parts. Accordingly, e RistoR Tapshe
design and testing of such a motor was the main thrust of this
work. Fig. 2. Experimental Set-up.

The reconfigurable induction motor, which is the subject of
this paper, is a 230/460-V, 60-liz, 6-pole, 5-hp, squirrel-cage II. THE RECONFIGURABLE MOTOR DESIGN CONCEPT AND
three-phase machine. This machine was built with a METHODOLOGY
reconfigurable rotor and tested also with a production type The design of the reconfigurable motor was accomplished
aluminum die-cast squirrel-cage rotor. It possesses the with the help of the frame size and configuration of an
advantages of quick and easy reconfiguration of the motor to existing induction motor rated at 5-hp. In other words, the
produce the desired stator or rotor fault, or a combination of motor housing and the stator core of this existing 5-hp
both. In addition, the utilization of the reconfigurable motor induction motor were used as the base design for the new
eliminates the need to permanently destroy machine reconfigurable induction motor. The remainder of the design
components such as stator phase windings or rotor squirrel- consists of the rotor core, the rotor cage including the rotor
cage bars. The thinking behind this effort was that having the bars and the end-rings, the shaft, the end cap which is used toversatility of the reconfigurable motor, large amounts of data secure the rotor bars into the end-rings, and the stator winding
can be acquired efficiently for analysis under a variety of connections including winding taps to enable one to emulate a
different fault configurations or combinations. In this present wide variety of stator short-circuit faults. The detailed design
phase of the work, the extent of the faults has been limited to^~~ ~ ~ ~~~t thi concepts of these reconfigurable motor components are givenstator winding inter-turn and broken bar faults due toin the following sub-sections.encompassing of around 4000 of all motor faults, see Table I.
Issues associated with the reconfigurable rotor cage design A. Stator Design
and resulting experimental data are fully detailed in this paper. As mentioned earlier, the stator core was fabricated in such
The cast-type squirrel-cage was used to establish a healthy a manner so as to be identical to that of an existing 5-hp
motor performance database of current and voltage induction motor. The stator core consists of 36 slots, that is inwaveforms, as well as Fast Fourier Transform (FFT) spectra this machine, there are 6 slots per pole (for a 6-pole motor)
[4],[5] and pendulous oscillation swing angle profiles [7]-[9]. and 2 slots per pole per phase. A cross-sectional view of theThis paper consists of three other sections. The first section
iS on the design concept and methodology of construction of moo is deitdi.i.3 omniieteihrnogn
the reconfigurable induction motor. The second section torque effects due to the space harmonics arising from thethe econigurble nducion otor Thesecod setion magnetic circuit geometric configurations and the effects ofpresents the experimental set-up, see Fig. 2, and test results mgei ici emti ofgrtosadteefcsopresents the exprienalse-u,'eeF. winding layouts the stator core was skewed by one slot pitch,obtained under normal operation using both the cast-type and that is by30.e. The skewed stator including its winding coils
reconfigurable squirrel-cages. This section also containsresultsconfirault opuirrer-atins. Thista windg faults .Inth is shown in Fig. 4. Meanwhile, the stator phase windings areresamessecfaultyoperation,certaintorwindingfaultdu ss .I the double-layered, lap-connected with short pitched coils, each ofsame section, certain fault diagnostic techniques such as the

a spno 50,seFg .Te esnfrseigtesaopendulous oscillation phenomenon [7]-[9] and the negative a span of 150 e, see Fig. 5. The reason for skewing the stator
sequence component concept [I]-[3] were utilized to diagnose and not skewing the rotor was to facilitate/ease the
the stator winding inter-turn faults using the experimentally dismantling of the rotor cage bars when necessary, for rotor
acquired motor fault signature data. The purpose of such tasks fault emulation purposes.
is to verify the performance of the reconfigurable induction In order to emulate stator inter-turn short-circuit faults, the
motor under healthy and faulty conditions. In addition, this motor had a phase winding that was prepared with taps for
section includes the rotor broken bar faults under load purposes of "experimental mimicking" of incipient inter-turn
conditions and the diagnostic results using the FFT [4],[5] and faults. Ten taps were soldered sequentially every two turns,
pendulous oscillation [7]-[9] techniques, as well as the beginning with the "start" point of turn #1 and ending with the
associated analysis of the reconfigurable squirrel-cage "start" point ofturn #19 in only one phase ofthe machine, see
drawback issues. Finally, conclusions and recommendations the schematic winding diagram of Fig. 6. The limited number
areprsenedinthe finl sction. of taps to be soldered in the windings is restricted by the

amount of space available inside the motor housing. These
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taps are specially added at the motor terminal of one of the
phases since the stator faults are likely to occur closest to the
terminal end of the windings due to insulation stresses caused / ;;i'b
by the high switching effects from pulse-width modulated
(PWM\) drives [14]. To limit the short-circuit loop current, a/
variable external resistor was connected between the taps of
the shorted portion ofthe winding turns, see Fig. 6. The design
characteristics of this reconfigurable induction motor are
given in Table 11.

B. Rotor Design
A production type aluminum die-cast squirrel-cage, see Fig.

7, was prototyped for use with this motor to help collect a Fig. 3. Cross-sectional view of 5-hp reconfigurable motor.
baseline healthy performance experimental database.

Previous efforts for emulating broken rotor bar faults have
required different rotor bars to be broken by drilling outtemnl
portions of such bars to physically break the continuity of the
current conduction path through such bars. This process of
emulating broken bar faults requires custom machining and
the action (damage) performed on such rotors is irreversible.
This method of bar breaking essentially limits the mix of
combination and number of broken bars that can practically be
made available for testing in a given motor, such as varying
combinations of adjacent or non-adjacent bar breakages,
which would necessitate a separate rotor for each desired set

aps
of broken bar configuration or scenario. A broken bar fault taps
generally implies the presence of a nonconductive
discontinuity (airgap) between the two broken bar sections. Fig. 4. Skewed stator with winding coils and taps.
Therefore, this leads to the idea of constructing a
reconfigurable rotor in which the rotor bars can be removed at
will to emulate broken bar faults. The thinking was that the
advantage of this reconfigurable rotor lies in its ability to
create a large number of combinations of broken bar fault
scenarios using the same rotor cage and the potential
reversibility of such bar breakages.

The core was manufactured from the same type of steel
laminations that were used to manufacture the stator core. As 1 2 3 4 5 6 7 __8 __9 35 36
mentioned above, for the convenience of inserting the rotor
bars into the lamination stack, the rotor core was not skewed.
Again, in order to eliminate any cogging effect present in the

Fg .Sao idn aot ihsotpthdcis
motor torque due to space harmonic effects, the stator core, as
mentioned above, was skewed by one stator slot pitch of
30°e . Since the rotor core was not skewed, the rotor bars were vt

accordingly designed to have a layout parallel to the axis of external f
3

rotation and they were fabricated from a copper alloy, see
Figs. 8 and 9. The rotor end-rings were also made of the same 1 a
material as the rotor bars, and the geometry of the end-rings
were designed with an outer diameter equal to that ofthe rotor Za
core. The design was conceived in such a manner that allows
the end-rings to be removed and hence the rotor bars become
easily accessible for removal or insertion from or into the rotor b
slots. Due to the fact that the rotor bars are not welded to the b <
end-rings such as in typical motor designs, the slots of the
end-rings were generously coated with conductive grease to
ensure a good electrical conduction path to the bars. The rotor
bars and the end-rings, as well as the complete rotor are Fig. 6. Schematic diagram of stator windings with taps.
depicted in Figs. 8 and 9, respectively. In this reconfigurable
motor, there are a total of 46 rotor bars.
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